
GASPARINI S.p.A.
Via Pigafetta, 2 – 30035 Mirano (VE) ITALY 

Tel. +39-041-5790111 - Fax +39-041-5790147
info@gasparini-spa.com – www.gasparini-spa.com



Production speed: Up to 5 complete welded beams per minute

Thickness: Up to 1,5 mm

Material: Pickled steel

Rollforming machine type: Interchangeable cassette system

Special features: - Production of two different profiles at the same time, in 
order to produce an asymmetrical beam

- MIG welding isle equipped with 4 robots 6 axis 
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Logistics sector
Field of application: Welded beams for shelves

I.P.1 – 500 X 1,5 S.I.



Production speed: Up to 15 m/min

Thickness: Up to 2.5 mm

Material: Pickled / black steel

Rollforming machine type: Interchangeable cassettes system

Special features: - High frequency welding device
- Head tail punching after forming
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Logistics sector
Field of application: Welded uprights for shelves

I.T.S.2 - 300 X 2,5 S.I. 



Production speed: Up to 7 complete panels per minute

Thickness: 0.6 – 0.8

Material: Pickled and galvanised steel

Rollforming machine type: Twin 2 system

Special features: - Quick adjustment of the panel width – 10 minutes
- Cutting / folding combined device
- Positioning and welding of the reinforcements on the panel in 

a fully automated mode
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Logistics sector
Field of application: Panels for shelves

I.P.3 – 1.000 X 0,8 TWIN 2



Production speed: Up to 20 m/min

Thickness: Up to 3 mm

Material: Pickled and galvanised steel

Rollforming machine type: Twin 6 system

Special features: - Quick adjustment of the different dimensions of the 
uprights – 10 minutes

- Thickness axial compensation
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Logistics sector
Field of application: Uprights for shelves

I.P.2 – 500 X 3 TWIN 6



Production speed: Up to 20 panels/min

Thickness: 0.6 – 0.8

Material: Galvanised steel

Rollforming machine type: TWIN 2 system

Special features: - Quick adjustment of the panel width – 10 minutes
- Cutting / folding combined device
- Transversal and longitudinal ribbing devices
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Logistics sector
Field of application: Panels for shelves

I.P.3 – 400 x 0,8 S.I.



Production speed: Up to 8 m/min

Thickness: Up to 1 mm

Material: Prepainted steel, aluminium, copper, Ti-Zn

Rollforming machine type: Interchangeable cassettes system

Special features: - Quick change of the shape of the profile – 10 minutes
- Flying embossing device after forming
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Costructions sector
Field of application: Embossed ridge cup

I.P.2 – 500 X 1 S.I. 



Production speed: Up to 25 m/min

Thickness: Up to 0.8 mm

Material: Prepainted steel, aluminium, copper, Ti-Zn

Rollforming machine type: Interchangeable cassettes system

Special features: - Production of gutters and seamed pipe on the same 
machine

- Swaging device for pipes integrated in the line
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Costructions sector
Field of application: Gutters and seamed downspouts

I.P.1 – 500 x 0,8 S.I. 



Production speed: Up to 10 m/min

Thickness: Up to 1.5 mm

Material: Galvanised steel

Rollforming machine type: Interchangeable cassettes system

Special features: - Very complicated profile
- Laser welding device integrated in line
- Zinc scarfing of the profile in the welding area
- Automated stacking /handling system
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Energy sector
Field of application: Frames for electrical cabinets

I.T.S.2 – 500 X 1,5 S.I.



Production speed: Up to 8 complete pallets per minute

Thickness: Up to 1.2 mm

Material: Galvanised steel

Rollforming machine type: Interchangeable cassettes system

Special features: - 3 rollforming lines integrated in the FMS
- 250 hydraulic clinching units
- Automatic stacking device
- Production of several profiles in the same line at the same time
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Logistics sector
Field of application: Metallic pallets

I.P.3 – 1.500 X 1,2 S.I.



Production speed: Up to 8 m/min

Thickness: Up to 2 mm

Material: Prepainted and skin plated steel

Rollforming machine type: Interchangeable cassettes system

Special features: - Straight and sloped cut (±45°)
- Punching before and after forming 
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Costructions sector
Field of application: Door frames

I.P.2 – 300 x 2 S.I. 



Production speed: Up to 10 m/min

Thickness: Up to 2 mm

Material: High resistance steel (up to 1.200 N/mm2 tensile strength)

Rollforming machine type: Flexible prototype

Special features: - Variable cross-section of the profile, obtainable directly from 
the control panel of the line

- 16 CNC axis
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Automotive sector
Field of application: Beams for car chassis

Flexible prototype 



Production speed: Up to 20 m/min

Thickness: Up to 1 mm

Material: Prepainted steel, aluminium, copper, Ti-Zn

Rollforming machine type: Revolver roll-former

Special features: - Quick change of the shape of the gutter – 5 minutes
- Four different types of curls mounted on the line
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Building sector
Field of application: Round and square gutters

I.L.1 – 750 x 1 Revolver 
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